
 

 
 

EINFÜEHRUNG DES 6MDX UND 9MDX 
MIT KLAPPBAREM ROPS-
ÜBERROLLBÜGEL 
Relevante Produkte: Mecalac 6MDX und 9MDX Baustellenkipper mit 
hydrostatischem Antrieb 
 

 
 

ENTWICKLUNG 

https://bit.ly/3hz5GjC


 
KUNDENVORTEIL 

 

 

 

 

 



 

TECHNISCHE DATEN 

6MDX

Front tip skip - SynchroShuttle - Cab

6MDX

Swivel tip skip - SynchroShuttle - Cab

6MDX

Front tip skip - Hydrostatic - ROPS bar / Cab

6MDX

Swivel tip skip - Hydrostatic - ROPS bar / Cab

SKIP CAPACITY

Payload 6000 kg (13,228 lbs) 6000 kg (13,228 lbs) 6000 kg (13,228 lbs) 6000 kg (13,228 lbs)

Skip type Front tip skip Swivel tip skip Front tip skip Swivel tip skip

Skip volume - Water 1598 l 1580 l 1598 l 1580 l

Skip volume - Struck 2359 l 2399 l 2359 l 2399 l

Skip volume - Heaped 2927 l 3085 l 2927 l 3085 l

MACHINE WEIGHT

Operating weight  ISO6016 – full tank of fuel and 75kg 

(165 lbs) operator
4775 kg (10527 lbs) 4975 kg (10968 lbs)

 Cab 4735 kg (10439 lbs) / ROPS 4475 kg (9866 

lbs) *

 Cab 4915 kg (10836 lbs) / ROPS 4655 kg (10262 

lbs) *

ENGINE

Manufacturer/Model

Emission regulation

Type

Displacement

Gross power (DIN 70020)

Maximum torque

Maximum engine speed

Aspiration

Fuel system

Aftertreatment 

TRANSMISSION

Type

Traction

Drive

Flow rate

Working pressure

DRIVE CHARACTERISTICS

Maximum turning radius 6483 (21'3") 6382 (20'11") 6483 (21'3") 6382 (20'11")

Maximum speed

Chassis

Steering angle

Oscillation angle

Gradeability (defined by maximum safe working angle)

Tyre Size

HYDRAULIC SYSTEM

Pump type

Flow rate

Operating pressure

Steering system

BRAKING SYSTEM

Working brake

Parking brake

EMISSIONS

Noise emission (ISO 4871) – Operators ear sound 

pressure (LpAd)

Noise emission (ISO 4871) – Machine Noise Power 

(LWAd)

Noise compliance

Hand arm vibration (defined by EN474-1 for all 

operations)

Whole body vibration (defined by ISO/TR25398 for a 

work cycle)

TANK CAPACITIES

Fuel tank

Hydraulic tank

6MDX

Articulated and oscillating

Diesel Oxidation Catalyst (DOC) + Diesel Particulate Filter (DPF)

Electronic high pressure common rail

Turbocharged

2300 rpm

424 Nm (313 ft.lbf) at 1200 rpm

55 kW (74hp)

3621 cm3 ( 221 in3)

Water-cooled 4-cylinder diesel

EU Stage V / U.S. EPA Tier 4 Final

Perkins - 904J-E36TA

Noise - Equipment used outdoors directive 2000/14/EC*

0.529 (0.264 m/s2 uncertainty)*

<2.5 m/s2*

Over centre parking brake-integrated in rear axle

Hydraulic boosted foot Brake - Oil immersed discs on front/rear

Hydrostatic

Hydrostatic Motor via Transfer Box to Front & Rear Axles

Permanent 4 wheel-drive

1/1 Forward and Reverse

234 l/min

Nominal 400 bar (5802 psi) - Maximum 530 bar (7687 psi)

Over centre parking brake - Dry disc on gearbox output

405-70-20 (14PR)

25%

+/-10.5°

+/-30°

25 km/h (15.5 mph)*

Orbitrol hydrostatic steering unit powering a central hydraulic steering cylinder

210 bar (3045 psi)

74 l/min (19.5 USgpm)

Gear pump

65 l (17.17 US gal)

50 l (13.2 US gal)

101 dB

85 dB

SynchroShuttle

Gearbox via transfer box to front & rear axles

Permanent 4 wheel-drive

4/4 Forward and Reverse

-

-

24 km/h (15 mph)



9MDX

Front tip skip - SynchroShuttle - Cab

9MDX

Swivel tip skip - SynchroShuttle - Cab

9MDX

Front tip skip - Hydrostatic - ROPS bar / 

Cab

9MDX

Swivel tip skip - Hydrostatic - ROPS bar / Cab

SKIP CAPACITY

Payload 9000 kg (19,842 lbs) 9000 kg (19,842 lbs) 9000 kg (19,842 lbs) 9000 kg (19,842 lbs)

Skip type Front tip skip Swivel tip skip Front tip skip Swivel tip skip

Skip volume - Water 2014 l 1902 l 2014 l 1902 l

Skip volume - Struck 3775 l 3318 l 3775 l 3318 l

Skip volume - Heaped 4466 l 4096 l 4466 l 4096 l

MACHINE WEIGHT

Operating weight  ISO6016 – full tank of fuel and 75kg 

(165 lbs) operator
5355 kg (11806 lbs) 5775 kg (12732 lbs)

 Cab 5295 kg (11673 lbs) / ROPS 5035 kg 

(11100 lbs) *

 Cab 5695 kg (12555 lbs) / ROPS 5435 kg 

(11982 lbs) *

ENGINE

Manufacturer/Model

Emission regulation

Type

Displacement

Gross power (DIN 70020)

Maximum torque

Maximum engine speed

Aspiration

Fuel system

Aftertreatment 

TRANSMISSION

Type

Traction

Drive

Flow rate

Working pressure

DRIVE CHARACTERISTICS

Maximum turning radius 6557 (21'6") 6464 (21'2") 6557 (21'6") 6464 (21'2")

Maximum speed

Chassis

Steering angle

Oscillation angle

Gradeability (defined by maximum safe working angle)

Tyre Size

HYDRAULIC SYSTEM

Pump type

Flow rate

Operating pressure

Steering system

BRAKING SYSTEM

Working brake

Parking brake

EMISSIONS

Noise emission (ISO 4871) – Operators ear sound 

pressure (LpAd)

Noise emission (ISO 4871) – Machine Noise Power 

(LWAd)

Noise compliance

Hand arm vibration (defined by EN474-1 for all 

operations)

Whole body vibration (defined by ISO/TR25398 for a 

work cycle)

TANK CAPACITIES

Fuel tank

Hydraulic tank

3621 cm3 ( 221 in3)

55 kW (74hp)

424 Nm (313 ft.lbf) at 1200 rpm

2300 rpm

Diesel Oxidation Catalyst (DOC) + Diesel Particulate Filter (DPF)

Hydrostatic

Hydrostatic Motor via Transfer Box to Front & Rear Axles

Perkins - 904J-E36TA

EU Stage V / U.S. EPA Tier 4 Final

Water-cooled 4-cylinder diesel

Articulated and oscillating

Permanent 4 wheel-drive Permanent 4 wheel-drive

4/4 Forward and Reverse 1/1 Forward and Reverse

- 234 l/min

Turbocharged

Electronic high pressure common rail

SynchroShuttle

Gearbox via transfer box to front & rear axles

65 l (17.17 US gal)

50 l (13.2 US gal)

9MDX

85 dB

101 dB

Noise - Equipment used outdoors directive 2000/14/EC*

<2.5 m/s2*

0.529 (0.264 m/s2 uncertainty)*

74 l/min (19.5 USgpm)

210 bar (3045 psi)

Orbitrol hydrostatic steering unit powering a central hydraulic steering cylinder

Hydraulic boosted foot Brake - Oil immersed discs on front/rear

Over centre parking brake - Dry disc on gearbox output Over centre parking brake-integrated in rear axle

+/-30°

+/-10.5°

20%

500-60-22.5 (16PR)

Gear pump

- Nominal 400 bar (5802 psi) - Maximum 530 bar (7687 psi)

24 km/h (15 mph) 25 km/h (15.5 mph)*



 

EINFÜHRUNGSDATUM 

MECALAC GROUP SERVICES  

  WWW.MECALAC.COM  

http://www.mecalac.com/

